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Next meeting  May 7, 2011 

Message from our President, Jerry Conrad 
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May 7, 2011  4:30PM   Board of Directors meeting.  Regular membership meeting and pot-

luck supper at 5:30PM. 

 

May 14, 2011   Plow Day at the Send Family Farm 7976 Hawley Road, Williamsburg.  Pot-

luck lunch at noon. 

 

May 15, 2011   Pentwater to Scottsville,  Tractor Ride and Charity Event.  Contact Jerry 

Conrad for details.  937-266-8897. 

  

May 20-21, 2011   Spring Swap Meet, Buckley.  

 

May 30, 2011   Buckley Memorial Day Parade.  Meet and park trailers behind the school at 

9AM  Parade starts at 11:00AM. 

  

 

 

 



 



 

The simplicity of the John Deere two-cylinder tractor is, in itself, an assurance of longer life and 

more dependable service.  But this is only half of the story.  By greatly reducing the total number 

of parts, John Deere engineers have been able to make each remaining part heavier and stronger.  

In the John Deere Model ñDò, for instance, the 155-pound crankshaft is of 3-1/2-inch chrome 

nickel steel, drop forged.  The assembly of crankshaft, flywheel, and belt pulley weighs 526 

pounds.  The two main bearings are 5 inches long and have a bearing surface of 94 square inches.  

These larger parts have more wear in them; they last much longer.  This sturdy, heavy construc-

tion follows right on through the entire tractor-gears, splines, bearings, connecting rods, axles all 

parts are built strong to give you a tractor that will deliver years of trouble-free service. 

Simple as only a two-cylinder tractor can be.  By its very nature, John Deereôs two-cylinder engine is 

simple.  There are only two cylinders, two pistons, and two connecting rods, instead of four or six; four 

valves, in place of eight or twelve; ten rings, as against sixteen or twenty-four.  Such simplicity is inherent 

in any two-cylinder engine, but John Deere engineers have gone a step further and carried this simplicity 

right on through the entire tractor, eliminating hundreds of parts that would otherwise require adjustment, 

wear out, and eventually have to be replaced.  The heavy, one-piece casting that serves as a crank case also 

contains the entire final drive and transmission.  The Cylinder block is bolted to the front end of this case.  

The belt pulley is right on the end of the crankshaft.  The clutch is located inside the belt pulley.  The fly-

wheel is mounded on the other end of the crankshaft, and serves as a starting crank.  Frankly, could any 

tractor be simpler, more easily understood, more easily taken care of, or give greater assurance of long, de-

pendable, low-cost service? 

   Submitted  by 

  Jerry Conrad 



 

 


